
TECHNICAL DATA SHEET

Marmon Re s i d en t i a l F i l t r a t i o n 5 5 R a i l r o a d Ave nue We s t Have n , C T 065 1 6 – USA +1 2 0 3 - 7 99 - 900 0

www . kx t e c h . c om • www.matrikx.com •www . f i l t r e x te c hno lo g i e s . c om

A Marmon Water/Berkshire Hathaway Company

The filter cartridge is

tested and certified

by NSF International

against NSF/ANSI

Standard 42 and

material safety and

structural integrity

The filter cartridge is

tested and certified

by the Water Quality

Association to

WQA/ASPE/ ANSI S‐

803for sustainability

The filter cartridge is

tested and certified by

WQA against NSF/ANSI

Standard 42 for

material safety and

structural integrity

requirements.

MATRIKX® In-Line Water Filters

Features & Benefits

 PFAS Reduction

 Chlorine & Chloramine Reduction

 100% Coconut Shell Activated Carbon

 BPA‐free & Lead‐free Materials Ensures Product Safety

 Performance Validated by Independent Laboratories

 Manufactured in an ISO 9001 & 14001 Certified Facility

 California Prop. 65 Compliant

 NSF and WQA certified for material safety and structural integrity

Specifications & Performance

IL- CTO IL-PB1 IL- CTO+ IL-ALK

Part Number 32-MKX-0210 06-MKX-0210 01-MKX-0210 09-MKX-0210

2” x 10” Carbon Block    

¼” NPT Inlet/Outlet    

Micron Rating Nominal 5 µm Nominal 0.5 µm Nominal 1 µm Nominal 5 µm

Chlorine ≥11,000 gallons @ 0.5gpm ≥15,000 gallons @ 0.5 gpm ≥15,000 gallons @ 0.5gpm ≥750 gallons @ 0.5 gpm

Lead ‐ ≥1200 gallons @ 0.5 gpm ‐ ‐

Chloramine    ‐

PFAS ≥600 gallons @ 0.5 gpm ≥600 gallons @ 0.5 gpm ≥600 gallons @ 0.5 gpm ‐

VOC ‐   ‐

Cyst* ‐  ‐ ‐

Taste Enhancement & Odor

Removal
   

Microplastics ‐   ‐

pH Adjustment ‐ ‐ ‐ 

Performance claims are based on manufacturer’s internal testing.

Operating Specifications

Flow Rate: 0.50 GPM (1.9 LPM)

Maximum Pressure: 125 PSIG

Temperature: 35‐100o F (2‐38o C)

Other Notes

The contaminants or other substances removed or reduced by this water filter are not necessarily in your water.

Do not use with water that is microbiologically unsafe or of unknown quality without adequate disinfection before or after the filter.

*Reduces cysts such as Cryptosporidium and Giardia by mechanical filtration.

For threaded fittings, Teflon tapes to be used for firm tightening.

MATRIKX® In‐Line water filters are manufactured from the highest quality materials offering

premium performance and the best claims in the industry. Each filter is manufactured using

100% coconut shell‐based carbon, which is a renewable and ecologically sustainable material.

All products in the MATRIKX® In‐Line range offer Chlorine, Chloramine and PFAS reduction.

They are equipped with ¼" NPT inlet/outlet connections and designed for use with

refrigerators, icemakers, RV’s, boats, water fountains, water coolers, and commercial coffee

makers.


